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SC Color Flakes 

 Colored pearlescent flake pigments   
 

 
 
SC Color Flakes is a range of natural mica pigments, with high purity and very low 
heavy metal content. Lamellar particles of mica coated with titane dioxyde is associated 
with a colored pigment. Particles have a size of 10 to 60 µm and are perfectly compatible 
with most thermosetting resins, in particular with epoxy resins. They are especially used 
in the production of different casting or varnish for decoration (river tables, jewelleries, 
etc). 

 
 

 
 
 
Mix ratio and blending 
 
Amount of SC Color Flakes to be added to the resin mixture depending on the 
expected result. However, we can give you some indications depending on the 
desired degree of transparency or opacity. 
  
For a very transparent effect:  0.02%  (1 g of powder for 5 kg of mix)  
For an intermediate effect:   0.05%  (1 g of powder for 2 kg of mix)  
For an almost opaque effect:  0.10%  (1 g of powder for 1 kg of mix)  
  
We advise you to mix the powder with the resin before introducing the hardener. 
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Description of fillers: 
 
 

SC Color Flakes 
Dark Blue 

SC Color Flakes 
Blue Lagoon  

SC Color Flakes 
Super White 

Nature: Colored natural mica f lakes coated with titane dioxyde 

Application: 
Aesthetic castings 

(river tables, decorative objects)  

Compatibil ity:  Epoxy, polyester, vinylester & polyurethane resins 

Real density (20 °C) 2,8 – 3,4 2,8 – 3,4 2,4 – 3,0 

Apparent density (20 °C) 0,15 – 0,40 0,15 – 0,40 0,15 – 0,21 

Odour None None none 

Particules size (µm) 10 – 60 10 – 60 10 – 60 µm 

Oil absorption (g/100g) 60 – 90 60 – 90 50 - 90 

Composition 

Mica 48 – 54 % 69 – 73 % 70 – 78 % 

TiO2 44 - 47 % 27 – 31 % 22 – 30 % 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

LEGAL NOTES: 
The information given in writing or verbally, in the context of our technical assistance and our trials, do not engage our responsibility. 
They are given in good faith based on SICOMIN's current knowledge and experience of the products when properly stored, handled and 
applied under normal conditions in accordance with SICOMIN’s recommendations. So, we advise the users of SICOMIN products, to 
check by some practical trials they are suitable for the envisaged processes and applications. The customer's storage, the use, the 
implementation and the transformation of the supplied products, are not under our control and your responsibility only will respond for it. 
 
SICOMIN reserves the right to change the properties of its products. All technical data stated in this Product Data Sheet are based on 
laboratory tests. Actual measured data and tolerance may vary due to circumstances beyond our control. 
 
If our responsibility should nevertheless be involved, it would be, for all the damages, limited to the value of the goods supplied by us 
and implement by the customer. We guaranty the non-reproachable quality of our products, in the general context of sales and delivery. 
Users must always refer to the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be 
supplied on request. 


