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SR GreenGlass / SD GreenGlass 
Biobased epoxy hot coat system 

SR GreenGlass is a transparent, self-leveling epoxy resin specially designed for surface hot coat up to 5 mm 

thick. It offers excellent clarity, a glossy finish, and good UV resistance compared to standard epoxy resin, 

making it ideal for finishing a wide variety of surfaces such as wood, composites, decorative objects, or artistic 

creations. 

Its high-viscosity formulation provides a filling effect: it effectively covers surface irregularities while ensuring 

a smooth, uniform, and bubble-free finish, an essential feature for achieving a professional quality result. 

Recommended applications: 

 Hot coat of prepared wooden surfaces: trays, tables, countertops, decorative furniture 

 Hot coat of composite parts with visible fibers, such as carbon or flax 

 Thin-layer artistic creations: resin art, glossy, pearlescent, or ocean-effect finishes 

Key advantages: 

 Glossy, transparent finish with no shrinkage or orange peel effect 

 Self-leveling, easy to spread with excellent flow 

 Adheres directly to prepared wood, composites, or pure resin 

 Compatible with liquid, pearlescent, or metallic pigments 

 Sandable and polishable: can be left as-is or refined with 600 / 1000 grit 

 Good UV stability compared to standard epoxy resin 

 

  
SR GreenGlass 

SD GreenGlass 

Reactivity  Intermediate 

Initial viscosity (mPa.s) 20 °C 2 000 

30 °C 800 

Mixing ratio By weight 100 / 44 

By volume 2 / 1 

Density (kg/L) 20 °C 1.15 

Tg onset max. (°C)  48 

Gel time 20 °C 8 h 30 

30 °C 5 h 20 
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Usage Guidelines 

Application conditions 

Recommended ambient temperature: 18 to 25 °C 

Maximum humidity: 60% 

Avoid application below 15 °C (the resin becomes more viscous, and leveling and bubble release are 

reduced). 

Surface preparation 

The surface must be clean, dry, grease-free, stable, and free of dust. For raw or porous wood, a sealing coat 

is strongly recommended to prevent bubble formation. 

Application 

Apply using a notched spatula, flat brush, or foam roller. Allow the resin to self-level naturally, avoid 

overworking. 

Maximum recommended thickness per layer: 5 mm 

For highly exposed environments (e.g. display cases, direct sunlight), a PU or acrylic varnish is recommended 

to enhance UV protection and scratch resistance. 

Specific use case: River table coating 

As a complement to casting resin, SR GreenGlass can be used as a protective topcoat. It offers: 

 Surface sealing of the wood for improved table durability 

 Better flow and leveling than casting resin, requiring less sanding 

 A final finish that is often usable as-is or can be lightly sanded with 600 to 1000 grit, whereas casting 

resin typically requires sanding starting at 120 to 240 grit. 
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Resin 

  

SR GreenGlass 

Aspect and color  Liquide bleuté 

Viscosity (mPa.s) 15 °C 12 500 

20 °C 5 850 

25 °C 2 900 

30 °C 1 550 

Density (kg/L) 20 °C 1.16 

Biobased carbon content (%) 26 

Shelf life 23 °C 24 months 

 

Hardener 

  

SD GreenGlass 

Reactivity  Intermediate 

Aspect et color  Colorless liquid 

Gardner color  < 1 

Viscosity (mPa.s) 15 °C 630 

20 °C 400 

25 °C 250 

30 °C 175 

Density (kg/L) 20 °C 1.02 

Shelf life 23 °C 24 months 
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Mixture SR GreenGlass / SD GreenGlass 

  
SR GreenGlass 

SD GreenGlass 

Mixing ratio By weight 100 / 44 

By volume 2 / 1 

Initial viscosity (mPa.s) 20 °C 2 000 

30 °C 800 

Density (kg/L) 20 °C 1.15 

Post-curing cycle*  7 d at 23 °C 24 h 40 °C 

Tg onset (°C)  45 48 

Tg onset max. (°C)  - 48 

 

*These post-curing cycles are applied after a 24 hour ambient temperature hardening period, allowing to surpass gel 

point and the exothemic peak. 

 

Reactivity of 100 g mixtures 

Temperature: 20 °C 
SR GreenGlass 

SD GreenGlass 

Pot life 55 – 60 min 

Maximum temperature (°C) 100 

Time to reach exothermic peak 1 h 20 

 

Temperature: 30 °C 
SR GreenGlass 

SD GreenGlass 

Pot life 17 – 19 min 

Maximum temperature (°C) 140 

Time to reach exothermic peak 32 min 
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Reactivity of 1 mm thickness film 

  
SR GreenGlass 

SD GreenGlass 

Gel time  20 °C 8 h 30 

30 °C 5 h 20 

 

 

 

 

  



 SR GreenGlass / SD GreenGlass  

V 1.0 – 02/07/2025 
Page 6/7 

 

 
+33 (0)4 42 42 30 20 

info@sicomin.com 

 
www.sicomin.com 

31 Avenue de la Lardière 
13 220 Châteauneuf les Martigues 
France 

 

SICOMIN 

TECHNICAL DATA SHEET 

 

Post-curing 

The mechanical properties on an epoxy system can be optimized through the implementation of a post-curing 

cycle. The Sicomin laboratory uses predefined cycles to create technical data sheets and facilitate the 

comparison of different systems. These experimental cycles can be adapted to the specific target application, 

taking into account the following parameters: 

- Selected epoxy system (max. Tg) 

- Available heating methods 

- Dimensions and sampling of the piece 

- Nature of the tooling (thermal conductivity of the material) 

Many system can provide good mechanical properties after curing at room temperature (>18 °C) for 24 to 48 

hours before demolding. However, mechanical properties improve rapidly with a slightly higher temperature, 

around 40 °C, for several hours. 

Epoxy systems with high Tg and slow hardeners imperatively require post-curing at higher temperature. The 

post-curing can start immediately after the exothermic peak, but it can also begin later, after the assembly of 

different components and before finishing operations. If the nature of the models and tooling is not suitable 

for high temperatures, we recommend carrying out the initial steps up to a maximum admissible temperature, 

then, after cooling and demolding, continuing the cycle with suitable former. 

For a conventional epoxy system, we recommend a step-by-step cycle of 20 °C each for a duration of 4 

hours. 

Example for an epoxy system with a max. Tg of 100 °C: 

4 h at 40 °C + 4 h at 60 °C + 4 h at 80 °C + cooling at room temperature before demolding. 

There are many epoxy systems with short, high temperature curing cycles that do not fit into this post-curing 

scheme (pultrusion, hot press, pre-preg). For these systems, the initial curing achieves maximum mechanical 

performance without post-curing. 

We invite you to contact our technical department for any questions on this subject. 
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Measurements are carried out following norms: 

Physical properties 
 

Gardner color NF EN ISO 4630 
Viscosity NF EN ISO 3219 - Rheometer, geometry cone/plate 50 mm - 2 ° at 10 s-1 

Liquid density ISO 2811-1 - Pycnometer 
Powder density NF EN ISO 1183-3 – Helium pycnometer  
Foam density NF EN ISO 845 
Biobased carbon content ASTM D68166-16 – Some values are theoretically calculated 
  

Reactivity 
 

Gel time Time sweep G’ = G’’- Rheometer, geometry plate/plate 50 mm 
Pot life Mean time to reach 50 °C or limit time for use 
  

Thermal properties 
 

Glass transition  NF EN ISO 11357-2 - Ramp from -5 to 180 °C at 20 °C/min 
Tg onset : 1er pass 
Tg onset max. : 2nd pass 

  

Mechanical properties 
 

Tensile ISO 527-2 
Flexion ISO178 
Compression ISO 604 ou NF EN ISO 844 (foams) 
Charpy impact strength NF EN ISO 179-1 
Shear ASTM D732-17 (Punch tool) 
Toughness ISO 13586:2000 

 

Legal notes : 

Information given in writing or verbally, in the context of our technical assistance and our trials, does not engage our 

responsibility. Information is given in good faith based on SICOMIN's current knowledge and experience of the products 

when properly stored, handled and applied under normal conditions in accordance with SICOMIN’s recommendations. 

We advise users of SICOMIN products to check by some practical trials that they are suitable for the intended processes 

and applications. The customer's storage, the use, the implementation and the transformation of the supplied products 

are not under SICOMIN's control and entirely under the sole responsibility of the user. SICOMIN reserves the right to 

change the properties of its products. All technical data stated in this Product Data Sheet are based on laboratory tests. 

Actual measured data and tolerance may vary due to circumstances beyond our control. If our responsibility should 

nevertheless be involved, it would be, for all the damages, limited to the value of the goods supplied by us and processed 

by the customer. We guaranty the non-reproachable quality of our products, in the general context of sales and delivery. 

Users must always refer to the most recent issue of the local Product Data Sheet for the product concerned, copies of 

which will be supplied on request. 


